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PART II - MISCELLANEOUS NOTIFICATIONS OF INTEREST TO THE PUBLIC 


--X- 


NOTIFICATIONS BY HEADS OF DEPARTMENTS Etc., 


SOUTH CENTRAL RAILWAY 
DEPUTY CHIEF ELECTRICAL ENGINEER 

(CONSTRUCTION ) OHE , 
Lekha Bhavan Compound , Secunderabad - 500 025 . 


No. E.61/ C / TrD /SC /2016 /GNT-GTL Double line 


Date : 19.05.2020 . 


In connection with the introduction of 25 kV AC single phase , Electric Traction in 
the section between Nallapadu & Pericherla of S. C. Railway in Andhra Pradesh 
State publication of Proforma 10-01 (PUBLIC NOTIFICATION ) & Proforma 


10-02 (WARNING TO ROAD USERS ) is statutory . 


Hence , publication of these notices (Hindi, English and Telugu Versions ) are 
enclosed herewith FOR PUBLICATION IN THE GovernmentGazette ofAndhra Pradesh 


for awareness of public of Andhra Pradesh State and other State Government Officials 
and other Railway line users . At the time of paper notification , date of energization 
of above section was given as 10.03.2020 . Whereas due to COVID - 19 , the 
samewill be energized on or after 03.06.2020 . 
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ANDHRA PRADESH GAZETTE , June 8 , 2020 


हिंदी 
HINDIMILAP 
19 FEB 2020 


विरा-1 


दक्षिण मध्य रेलवे 

हमें @SCRailwayindia पर फॉलो करें 
द.म. रेलवे की निविदा सूचनाओं के निवारणों की हमारी वेबसाइट : 
/ WWW.SCr.indianrailways.gov.in पर देखा जा सकता है 

प्रारूप 10-1 

सार्वजनिक अधिसूचना 
नीचे उन्लेखित खंड के पूर्ण हुए खंड पर स्थितरेलवे लाइंस एवं परिसरों के सभी उपयोगकर्ताओं 
को पलटारा सूचित किया जाता है 


पीनबी/0211 


-- 


निर्माण , सीपन 1800 एम से सीएच 19705: 00 हम (किमी 3.315 से किसी 11.706) तक 
नवल्पलापाड जंक्शन एवं पैरेचा स्टेशनों के बीच नई बाजी मेन लाइन ( इनलिंग ) का सोलना । 
दक्षिण भव्य रेलवे के यात्रियों के सार्वजनिक परिवहन के लिा नालापाड जवान एवं परेना 
स्टेशन सीएन : 3918.00 गुम से सीएच 11706.00 एम के बीच नल्लापाड जवान एतं 
परेचा पर सभी वार्ड्स सहित ओएचई खंभा एलओसी एनएलपीडी/ एसा -1 ( सीएच 
- 4/ 10.60) ( एनएलपीडी) से ओएचई खंभा एलओसी 11/35 ( सीएच : 11 /806.80 ) 
(पीआरसीए) हेतु उपरोक्त खंड में 25 केवी, 50 एचजेड ए.सी. सिरोपरी कर्षण बायरों को 
10-03-2020 को या उसके बाद सक्रिय किया जाएगा । इस तिथि से सिरोपरी कर्षण 
लाइनें हर वक्त सक्रिय मानी जाएंगी और कथित सिरोपरी लाइन के नजदीक कोई भी गैर 
अधिकृत व्यक्ति न जाता एवं न ही कार्य करेगा । 

प्रारूप10-2 
एसी 25 केवी.कर्षण का आरंभ 

सड़क उपयोगकर्ताओं को चेतावनी 
निम्नांकित सेवगन के मध्य 25 केवी एसी विद्युत कर्षण शुरू करने के संबंध में जनसाधारण 
की जानकारी के लिए यह अधिसूचित किया जाता है कि : 
सेक्शन : गुंदर डिवीज़न, गुंदर - गुंटकल सेक्शन- यात्रियों के सार्वजनिक परिवहन के 
लिए गुंटूर जंक्शन एवं गुंटकल जंक्शन स्टेशनों के बीच नई बीजी मेन लाइन ( डबलिंग) का 
निर्माण, नल्लापाड़ जंक्शन एवं परेचास्टेशनों सीएच : 3918.00 H से सौएन : 11706.00 
एम (किमी 3.910 से किमी 11.705 ) के बीच नई बीजी मेन लाइन ( डबलिम ) का बोलना । 
दक्षिण मध्यरेलवे के यात्रियों के सार्वजनिक परिवहन के लिए नन्नापाड जंक्शन एवं परेचा 
स्टेशन सीएच : 3918.00 एम से सीएच 11706.00 एम के बीच नललापाड जंक्शन एवं 


.. 


4 10.60 ) ( एलएलपीडी ) से औपचई खभा एलओसी 11.35 ( सीएच : 11/ 506.00 ) 
( पीआरसीए) 
हेतु अधिक ऊंचाई सेन लोड के सतर्क कर्षण तार ( कांन्ट्रैक्ट वायर ) के सम्पर्कमा खतरनाक 
निकटता में आने से रोकने के मद्देनजर हाईट गेजों को सभी लेवेल क्रासिंगों पर रोड 
लंदेल से 4.76 एम और 4.78 एम ऊपर स्पष्ट ऊंचाई के साथ स्थापितकिया गया है , 
जो सभी लेवेल क्रासिंगों पर रेल लेवेल के ऊपर न्यूनतम 5.5 एम की ऊंचाई पर होगा । 
जनसाधारण को एनद्वारा अधिसूचित किया जाता है कि वाहनों को लोडिग के उद्देश्य के लिन 
उपरोक्त विनिर्दिः ऊंचाई का अवलोकन करें और देखें कि किसी भी परिस्थिति में सड़क 
वाहनों में ले जा रहे भार हाई गेजों का उल्लघन ना करें । 
लोड के अधिक ऊंचाई के खतरे इस प्रकार हैं : 
i) हाईट गेज को खतरा और परिणामस्वरूप सड़क के साथ ही रेलवे लाइन को बाधा । 
ii ) ले जाये जा रहे उपकरण या सामग्रियों या स्वयं वाहन को खतरा 
iii) कंडक्टरों के संपर्क में आने या घातक समीप्यता के कारण जान का जोखिम और 

डिप्टी चीफ इलेक्ट्रिकल इंजीनियर , 
A0274 

कंस्ट्रक्शन/ ओएचई सिकन्दराबाद 


-- 


आग का खतरा । 


ANDHRA PRADESH GAZETTE , June 8 , 2020 
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द न्यू इंडियन एक्सप्रेस 


THE NEW INDIAN EXPRESS 


THE HINDU 
19 FEB 2020 


19 FEB 2020 


SOUTH CENTRAL RAILWAY 
Follow us ony @SCRailwayindia . Details of the Tender Notices of 
S.C. Railway can be seen on our website :www.scr.indianrailways.gov.in 

PROFORMA 10-1 
PUBLIC NOTIFICATION 


120/grid 


PUB/0211 


SOUTH CENTRAL RAILWAY 
Follow us on y ascRailwayindir. Details of the Tender Notices of 
S.C. Railway can be seen on our website: www.scr.indianrailways.gov.in 

PROFORMA 10-1 

PUBLIC NOTIFICATION 
Notice is hereby given to all users of Railway lines and premises situated on the 
completed section of the under noted section . 
Section : GUNTUR Division , GUNTUR - GUNTAKAL section - Construction 
of new BG main line (Doubling ) between GUNTUR Junction and GUNTAKAL 
| Junction stations opening of new BG main tine (Doubling) Between 
NALLAPADU Junction and PERECHERLA stations from Ch: 3918.00 m to 
Ch : 11706,00 m (From K73.918 TO Km . 11.706 ) for public carriage of 
passengers 
From Orest Loc. NUPO SH -TCE 41050 TILPD ) to OK mast 
Loc 1155 C11305.50) PACA ) cocing a Yards atNagada 
Junction and Perecherla between NA LAPADU Junction and 
PERECHERLA stations Ch : 3918.00 m to C : 11705.00 m forpublic carriage of 
passengers 
Ofthe South Cantral Railway that the 25KV, 50HZ, A.C.Overhead traction 
wires in the above section will be energised on or after 10-03-2020 . On and 
from the same date the overhead traction lines shall be treated as live at all 
times and no unauthorised person shall approach or work in the proximity of he 
said overheadline . 

PROFORMA 10-2 
INTROÇUCTION OF AG 25KV TRACTION 

WARNING TO ROAD USERS 
It is notified for information of the Public that in connection with introduction of 
25KV ac electric traction over the undernoted section between : 
Section : GUNTUR Division ,GUNTUR - GUNTAKAL section - Construction 
of new BG main line Doubling) between GUNTUR Junction and GUNTAKAL 
Junction stations opening of new BG main line (Doubling ) Between 
NALLAPADU Junction and PERECHERLA stations from Ch : 3918.00 m to 
Ch :11706.00 m (From Km.3.918 TO Kn . 11.706 ) for public carriage of 
passengers 
From OHE mast Loc . NLPD /SN - 1(Ch : 4 /10.60) (NLPD ) to OHE mast 
Loc.11/35 (Ch :11/006.80 ) (PRCA ) including all Yards at Nallapadu 
Junction and Perecheria between NALLAPADU Juncties and 
PERECHERLA stations Ch : 3918.00 m to CH : 11706.00 m for public carriage of 
passengers 
of the South CentralRailway Height gauges have been erected at all the 

crossings with less heater 175 176 and 
level with a view to present loads of excestehegnt from coming into contact 
or dangerous proximity to live traction we (Contaciwire ),which shall beata 
height ofminimum 5.5 m above the rail level at level crossings . 
Public are hereby notified to observe the height specified above for the purpose 
of loading vehicles and to see that the loads carried in road vehicles do not 
infringe the height gauges under any circumstances . 
The dangers of a load ofexcessive heigti ! are as follows : 
1) Dangerto theheight gauge and consequentobstruction to the road as 

well as the rallway line . 
ti) Danger to thematerials or equipment carried or the vehicle itself. 
iii) Danger of fire and risk of life due to contact with or dangerous 
proximity to theconductors . 

Deputy Chief Electrical Engineer, 
A0274 

Construction /OHE / Secunderabad . 


Notice is hereby given to all users ofRailway lines and premises situaled on the 
completed section of the undernoted section . 
Section : GUNTUR Division , GUNTUR -GUNTAKAL section - Construction 
of new BG main line (Doubling ) between GUNTUR Junction and GUNTAKAL 
Junction stations opening of new 5G main line (Doubling ) Between 
NALLAPADU Junction and PERECHERLA stations from Ch : 3918.00 m to 
Ch :11706.00 m (From Km 3.912 TO Km . 11.706 ) for public carriage of 
passengers 
From ORE mas! Loc. NLPDISN -1 (Ch : 4 /10.50 ) (NLPD ) to OHE mast 
Loc. 11/35 (Cit:11805.80 ) (PRCA ) including all Yards at Nallapadu 
Junction and Perecheria between NALIAPADU Junction and 
PERECHEALA stations Ch : 3918.00 m to Ch : 11706.00 m for public carriage of 
passengers . 
Of the South Central Railway that the 25KV, 50HZ , A.C. Overhead traction 
wires in the above section will be energised on or after 10-03-2020 . On and 
from the same date the overhead traction lines shall be treated as live at all 
times and no unauthorised person shall approach or work in the proximity ofhe 
said overhead line . 

PROFORMA 10-2 
INTROCUCTION OF ac 25KV TRACTION 

WARNING TO ROAD USERS 
It is notified for information oi the Public that in connection with introduction of 
25KV ac electric traction over the under noted section between : 
Section : GUNTUR Division , GUNTUR - GUNTAKAL section - Construction 
ofnew BG main line (Doubling ) between GUNTUR Junction and GUNTAKAL 
Junction stations opening of new BG main line (Doubling ) Between 
NALLAPADU Junction and PERECHERLA stations from Ch : 3918.00 m to 
Ch :11706,00 m (From Km.3.918 TO Km . 11.706 ) for public carriage of 
passengers. 
From OHE mast Loc. NLPD /SN - 1 (Ch : 4/ 10.60) (NLPD ) to OHE mast 
Loc . 11/35 (Ch :11/806.80 ) (PRCA ) including all Yards at Nallapadu 
Junction and Perecheria between NALLAPADU Junction and 
PERECHERLA stations Ch : 3918.00 m to Ch: 11706.00 m for public carriage of 
passengers . 
of the South Central Rallway Height gauges have been erected at all the 
level crussings with cle height between 4.76 m and 478 m above road 
level with a view to prevent loads of excessive height from coming into contact 
ordangerous proximity to live traction wire (Contact wire ), which shall be at a 
heightofminimum 5.5 m above the rail level at levelcrossings . 
Public are hereby notified to observe the height specified above for the purpose 
of loading vehicles and to see that the leads carried in road vehicles do not 
infringe the height gauges under any circumstances . 
The dangers of a load ofexcessive heightare as follows : 
1) Danger to the height gauge and consequent obstruction to the road as 

well as the railway line . 
ii) Danger to thematerials or equipmentcarried or the vehicle itself . 
iii) Danger of fire and risk of life due to contact with or dangerous 
proximity to the conductors . 

Deputy Chief Electrical Engineer, 
A0274 

Construction /OHE / Secunderabad . 
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ANDHRA PRADESH GAZETTE, June 8 , 2020 


आंध्र ज्योति 
ANDHRA JYOTHI 
19 FEB 2020 


THE RAHANUMA - E -DECCAN 


19 FEB 2020 


ساؤتھ 
سنٹرل 
ریلولے 


TEE 
-- 


PUB/0211 


-Leste TSCRailwayindia ali , 
www.scr.indianrailways.govinitshurt 

10-1-162 


PUB/0211 


اعلان 
عام 
ریلوے 
لائنوں 
اور 
نشانمیکرد 
کشن 
کےتحت 
عملکرد 
کمشن 
کے 
احاطوں 
میں 
عام 
استعمال 
کنندگان 
کالیاں 
دی 
جاتی 
سکشن 
بورڈ 
اویون 
سنور 
گیا 
اسی 
کشور 
بیشن 
اور 
کشتیوال 
جنکشن 
سے 
اسٹیشنوں 
کے 
درمان 
می 
دن 


Ch : 3318.00 more Lu- 

నము 
) తక 
LtUdBGidLQkm . 11.706tKm.3.918 )Ch:11706.00 ms 


آلهوورفت 
سافر 
گیا۔ 


OHE mast tOHE mast Loc . NLPD / SN / 1 (Ch : 4 / 10.60 ) (NLPD ) 
Hitecti -Ele , displarJLOc.11: 35 ( Ch : 111806.80 )( PRCA) 

-uirchiLICh :11706.00m -Ch :3918.00mutuales , 
25KV, 50HZ, A.c.overhead traction unfLL UPill 
UPublectroLL LAUNLU1 10.03.2020, wires 


کوہروقت 
پرتی 
ردے 
میں 
سمجھا 
جائے 
گااورکوئیبھی 
شخص 
بلااجارتنرور 
اور 
ہیڈ 
لائن 
کے 
قریب 
نہ 
جائے 
گااور 
کام 


10-2012 
CUAbac25KV.TRACTION 


PUB/0581 


مسافروں 
کے 
لیے 
انار 


దక్షిణ మధ్య రైల్వే 
Follow us on TSCRailwayindia. 5.పు. రైల్వేలోని చెందరు ప్రకటనల వివరాలను 
ను వెబ్సైల్ www.scr.indianrailways.gov.in పై చూడవచ్చును 

ప్రొఫార్మా 10-1 

బహిరంగ ప్రకటన 
దిగువ తెలిపిన సెక్షన్లో పూర్తి సెక్షన్పై గల రైల్వే లైన్లు మరియు ఆవరణల 
వినియోగదారులందరికి ఇందుమూలంగా నోటీసు ఇవ్వడమైనది . 
సెక్షన్ : గుంటూరు డివిజన్ , గుంటూరు- గుంతకల్ సెక్షన్ - గుంటూరు జంక్షన్ 
మరియు గుంతకల్ జంక్షన్ , స్టేషన్ల మధ్య న్యూ 66 మెయిన్ లైట్ (డబ్లింగ్ 
నిర్మాణం- ప్రయామల పబ్లిక్ క్యారేజ్ కాకుండా 1500 నుండి 2 ms.com 
కిమీ. 3.918 నుండి కి.మీ. 11.706 వరకు) వరకు నల్లపాడు జంక్షన్ మరియు 
పేరేచర్ల స్టేషన్ల మధ్య నూ , BG మెయిన్ లైన్ ( డబ్లింగ్ ప్రారంభం . 
ప్రయాణికుల పబ్లిక్ క్యారేజ్ కొరకు Ch.3318.002 నుండి Ch. 11706,001 వరకు 
నల్లపాడు జంక్షన్ మరియు పేరేచర్ల స్టేషన్ల మధ్య నల్లపాడు జంక్షన్ మరియు 
పేరేచర్ల వద్ద అన్ని యార్డులు కలుపుకొని DHE మాస్ట్ LOC.NLPD SA-1(Ch:4/10.60) 
(NLPD ) నుండి OHE మాస్ట్ Loc.11/ 35 ( Ch: 11/806.80)( PRCA) వరకు , 
దక్షిణ మధ్య రైల్వేలోని పై సెక్షన్లో గల 25 KV. 50Hz, a.c. ఓవర్ హెడ్ ట్రాక్షన్ 
వైర్లు 101-03-2020 తేదీన లేదా తరువాత విద్యుత్ సరఫరా చేయబడతా 
యని ఇందుమూలంగా తెలియజేయడమైనది . అదే తేదీన మరియు ఆ తేదీ 
నుండి అన్ని వేళల్లో విద్యుత్ వాహకంగా ఓవర్ హెడ్ ట్రాక్షన్ లైన్ పరిగణించబ 
డుతుంది . అందువలన సదరు ఓవర్ హెడ్ లైన్స్ పరిసరాలలో ఎటువంటి అనధి 
కార వ్యక్తి రాకూడదు లేదా పని చేయరాదు. 

ప్రొఫార్మా 10-2 
ac 25 KV ట్రాక్షన్ ప్రారంభం 

రోడ్ వినియోగదారులకు హెచ్చరిక 
దిగువ తెలిపిన సెక్షన్ల మధ్య 25 KV ac ఎలక్ట్రిక్ ట్రాక్షన్ ప్రారంభానికి సంబంధించి ప్రజలంద 
రికి సమాచారం నిమిత్తం తెలియజేయడమైనది . 
సెక్షన్ : గుంటూరు డివిజన్ , గుంటూరు- గుంతకల్ సెక్షన్ - గుంటూరు జంక్షన్ మరియు 
గుంతకల్ జంక్షన్ స్టేషన్ల మధ్య న్యూ EG మెయిన్ లైన్ (డబ్లింగ్ నిర్మాణం - ప్రయాణీకుల 
పబ్లిక్ క్యారేజ్ కొరకు Ch.3918,00m నుండి Ch .11706,00m (కి.మీ. 3,018 నుండి కి.మీ. 
11.706 వరకు ) వరకు నల్లపాడు జంక్షన్ మరియు పేరేచర్ల స్టేషన్ల మధ్య న్యూ BG మెయిన్ 
లైన్ ( డబ్లెంగ్ ) ప్రారంభం. 
ప్రయాణికుల పబ్లిక్ క్యారేజ్ కొరకు CA3915,000 నుండి Ch. 11706.0om వరకు నల్లపాడు 
జంక్షన్ మరియు పెంచు స్టేషన్లో మధ్య నల్లపాడు జంక్షన్ మరియు పేరేచర్ల వద్ద అన్ని 
యార్డులు కలుపుకొని పేస్ట్ లండు ని నుండి రా హాస్ట్ 
Loc 11 as | ch 11008 200 ( PRCA వరకు , 
దక్షిణ మధ్య రైల్వేలో విద్యుత్ వాహక ట్రాక్షన్ వైర్ (కాంటాక్ట్ వైర్ ) ప్రమాదకర ప్రాక్సిమిటీ లేదా 
కాంటాక్ట్ లోనికి వచ్చుట నుండి అదనపు ఎత్తుగు లోడ్స్ నివారించుటకురోడ్ లెవల్ కు 
4. 76m మరియు 4.78m పై గల క్లియర్ హై లో అన్ని లెవల్ క్రాసింగ్ వద్ద హైట్ గేట్లు 
స్థాపించబడినవి . లెనల్ క్రాసింగ్ వద్ద రైల్ లెవలకు కనీసం 5.5m పై ఎత్తు ఉండవలెను . 
|ఎటువంటి పరిస్థితులలోను రహదారి వాహనాలలో తీసుకువెళుతున్న లోడ్స్ హైట్ గేజెస్ 

అతిక్రమించకుండా గమనించాలని మరియు వాహనాలులోడింగ్ నిమిత్తం పైన నిర్దేశపరచిన 
| హైట్ గమనించాలని సాధారణ ప్రజలకు తెలియజేయడమైనది . 

అదనపు ఎత్తుగల లోడ్ అపాయాలు దిగువ ఇవ్వబడినవి : 
1 రోడ్ కు అదే విధంగా రైల్వే లైన్ కు తదుపరిగా ఆటంకం, హైట్ గేజ్ అపాయం, 
1)వాహనం తీసుకువెళ్తున్న మెటీరియల్స్ లేదా పరికరాలకు అపాయం. 
i)కండక్టర్స్కు అపాయకర ప్రాక్సిమిటీతో తగులుట కారణంగా అగ్ని ప్రమాదము మరియు 
జీవితం అపాయంలో పడుతుంది . 

డిప్యూటీ చీఫ్ ఎలక్ట్రికల్ ఇంజినీర్ , 

కన్‌స్ట్రక్షన్ / OHE / సికింద్రాబాద్ 
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کے 
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کے 
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